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CHART "A"
Number of Per Device Site Preparation
CONNECTI ONS St af f Requi r enent s
: : : : Space | Electrical | Displacenent
1-9 | 10-49 | 50-99 | 100-500 | (Sq Ft) | ( AMPS) I (BTUs/ Hr)
------------------------------- T T
Equi prent | | | | | |
1 1 1 1 1 1
| | | | | |
Per sonal Conput er Y | Y | Y | Y : 3.7 : 7 : 3NV A
1 1 1 1 1 1
| | | | | |
Printer : : : : : : N A
1 1 1 1 1 1
| | | | | |
H gh End Y | Y | Y | Y : 3.0 : 9.4
Low End Y | Y | N N : 3.0 : 9.4
1 1 1 1 1 1
| | | | | |
Rout er Y ' vy ' oy ! Y ! 3.0 ' 120 ! N A
1 1 1 1 1 1
| | | | | |
Hub Y | Y | Y | Y : 3.0 : : N A
1 1 1 1 1 1
| | | | | |
Regul ar Data Server N | N Y | N : 4.7 : 220 : 14300
Large Data Server N | N N Y : 4.7 : 230 : 14300
Regul ar OA Server N | Y | N N : 2.0 : 220 : 2300
Large OA Server N 'OON DYy ] Y ! 2.0 ! 230 ! 2300
UPS Per Server N 'Y by ] Y ! 4.0 ' 220 ! 2000
Dial In Server N 'Y by ] Y ! 4.7 ' 210 ! 2300

KEY: Y = Yes, required for configuration

No, not required for configuration

=Y

Rout er and hub share a dedicated 20 Anp circuit

Al servers required dedicated circuits

NA = WII operate in a typical office environnment with 20-85%relative humdity,
within a tenperature range of 50° to 90°F

N



